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2 AND 4-DRUM HAZMAT LOCKERS

HazMat Lockers are complete with lockable, hinged lid & doors for
storing hazardous materials securely anywhere!
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2 AND 4-DRUM STEEL
STACKERS

Most spills occur when transporting chemicals.
Safely and securely move chemicals around your
facility with our Stacker Transport Pallets with
added side rails for efficient moving and stack-
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HAZMAT LOCKERS & STACKERS
Part # Description Dimensions LXWxH in. (cm) Weight Ib. (kg) Spill Cap. gal. () Load Cap. Ib. (kg)
9020-BU 2-Drum Locker 54 x 34 x 55 (137 x 86 x 140) 425 (192.8) 66 (249.8) 1,200 (544.3)
9040-BU 4-Drum Locker 56 x 56 x 55 (142 x 142 x 140) 570 (259) 66 (249.8) 2,400 (1,089)
9012-BU 2-Drum Stacker 54 x 34 x 55 (137 x 86 x 140) 310 (140.6) 66 (249.8) 1,200 (544.3)
9014-BU 4-Drum Stacker 55 x50 x 54 (140 x 127 x 137) 385 (174.6) 66 (249.8) 2,400 (1,089)

Regulations: EPA 40 CFR 264.175 SPCC, NPDES and UFC

PALLET RACK SUMP INSERTS

Designed to fit your pallet racks, this economical Sump
Insert installs quickly and can help you comply with con-
tainment regulations while keeping you safe and spill-free!
Grounding Straps Available. Call for Details.
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PREFERRED
FOR STORING
FLAMMABLES!
RACK SUMP INSERTS
Part # Dimensions L x W in. (cm) Weight Ib. (kg) Spill Gap. gal. () Load Cap. PSF
9140-BU For Racks 96 x 36 (241 x 74) 335 (152) 58 (220) 250
9150-BU For Racks 108 x 36 (272 x 74) 392 (178) 65 (246) 250
9160-BU For Racks 96 x 42 (241 x 91) 385 (174.6) 70 (265) 250
9170-BU For Racks 108 x 42 (272 x 91) 452 (205) 79 (299) 250

Regulations: EPA 40 CFR 264.175 SPCC, NPDES
1-800-936-7229 @



